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ABSTRACT

A study of hydraulic conductivity of a sandy loam
alluvial soil wase carried out in three lysimeters - of
1.25 x 1.25 x 1.25 m size in Irrigated Perimeter of S&c Gongalo,
Sousa-PB. The instantaneous profile method employing the
calculation procedure suggested by Hillel et alii (1972) and the
s0 called method of water balance for the evaporation phase were
utilised. With the data correesponding to K(8) matemathical
adjustmentes were preformed. based on minimization of sum of
standard error square by the exponential and polynomial function
with logarithmic transformation of variables and exponential,
polynomial, sum of two exponential functions of variaveis and
Brooks & Corey model with out transformation of variables.

In order to conduct this study tensiometers were
installed in three lysimeters at depth of 10, 20, 30, 50, 70, 90
and 105 cm. An access tube of aluminium up to the bottom of
lysimeter was also installed in the centre of each for neutron
proble measurements . Soil in each lysimeter was saturated and
covered by a plastic sheet to avoid evaparation. From this point
onwords the experiment of internal drainage was preformed
collecting data regarding readings of tensiometers and neutron
probe at regular time intervals. After 15 dayse, the plastic
protection was removed and study was continued for further 13
days making the similar observations.

The results of K(O) obtained were compatible and
adjustment with sum of two exponential without logarithmic

transformation of variables showed to be best representative.
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4.1.2 - Bealizagdo do Experimento

Instalou-se nos lisimetros 2, 3 & B8 uma série de tensid-—
matros com mantmetros de mercﬁrio, numa  circunferéncia de 25 om
de raio em torno do tubo de acesso &5 sondas gama e de NEUtrons.
as  profundidades de 10, 20, 30, 50, 70, 90, & 105 cm. ficando
este Gltimo no fundo do lisimetro. Em seguida. fechou-se o siste-
ma de drenagem dos mesmos. satuwrando-os sob uma carga hidréulica
dea 10 om dwrante 48 horas. Concluida a saturagdo. retirou-se o
excesso de Adgua sobre o solo e colocou-se uma proteg¥o. contra a
avaporagdo. cobrindo-o com uma lona plistica e. sobre esta. uma
camada de 3,0 cm de solo. Prosseguiu-se com a realizacdo da dre-—
nagem interna fazendo-se medigBes dos volumes de dgua percolados
e determinagdo dos perfis neutrdnicos e tensiométricos no decor-
rer  do  tempo. Apds 15 dias de redistribuicg¥® de umidade. que
constituiu o experimento de drenagem internas retirvou-se a probe—
gd0 da superficie do solos, procedendo—se as mesmas determinacles
sob evaporagdo durante os 13 dias seguintes, para tentar obter o
prolongamento da curva de condutividade hidranlica do solo na
faixa de umidades mais baixas.

Durante as fases de drenagem interna e de 2vaporagan da
Agua no solos foram realizados perfis neutronicos com a sonda de
neutrons. determinando-se moderacdes neutrdnicas a cada 10 om  de
profundidade. Na fase de evolugdo répidé foi feito um  acompanha-—
mento detalhado da drenagem internas. realizando-ss frequentes
medigdes neutrdnicas segundo a velocidade de evoluc¥o dos proces—
a5, ASsim sendos wutilizou-se intervalos de 1. 2 e O minutos na

primeira hora de ensalio. de 15 e 30 minutos na segundas. prosse-—





















FOTO 01: Vista parcial do lisimetro 08 com tensidometros, cuba de

mercurio e o tubo de acesso i sonda de neutrons.


















































































































































































































































































